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24580-L AW-JC-LVP-PNL-00014
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Fens
002 A«ﬂk 3 fre 1
Project: | RPP-WTP PRID'S: 24590-LAW-ME-LYP-DODDT DOF o
Project No: 24580 EQ Datasheet BD
Calculation No.
] YES (By BUYER) 24580-LAW-WM4AC-L.OP-DO0OD
B e | 24590-LAW-UOD-W1GT-00001 24590-LAW-MEC-LVP-00003
24590-LAW-MEC-LYP-00005
22590-L AW-MBC-20-00006
Project Sits: Hantord QLUEAVEU{Y Q SAFETY ss
BLDG 20, LAW { SYSTEM LVP I sc cLASS
Description: LVP HEPA Off-gas Pre-Heaters
PROCESS DESIGN
Process Unit " One Melter | Two Melter Two Melter Two Melter
Input (Minimum) (Normal) | (Maximum) (Bounding) |
Dry Air SCFM 1024 2553 l 2667 3178
Steam SCFM | 85 ; 321 343 ' 785
Others SCFM 21 15.4 28 | 45
Design Pressure PSIG 15/FV 15/FV 158V . 15/FV
(Note 1) i |
Design Temperature F 250 250 256 [ 250
Temperature In F 104 124 126 146
Temperature Qut °F 140 .{ 160 162 : 182
AT . °F 36 | 36 ; 36 | 36
COMPONENT DESIGN
Input Unit | OmeMelter | Two Melter | Twe Melter Two Melter
(Minimum) | (Normal) (Maximum) (Bounding)
Maximom Operating i , N
Pressure psig 15 [ 15 i 15 i 15
Maximum Operating ° i ; |
Temperature F | 182 | 182 ! 182 1 182
Maximum Temperature o " ! l
Differential F § 36 -‘ 36 36 ; 36
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Mechanical Systems Data Sheet Component No.
24590-LAW-ME-LVP-HTR-00001A
;’S OFF'GA,IS‘E RS 24590-LAW-ME-LVP-HTR-000018

HE IE 24580 L AW-ME-LVP-HTR-00003A
24580-LAW-ME-LVP-HTR-00003B
24590-LAW-JC-LVP-PNL-D0014
24580-LAW-JC-LVP-PNL-00015
Data Sheet No. Rev.
24590-LAW-MED-LVP-00006 ]

Desion Notes

1. LVP HEPA Pre-Heaters have a design pressure value of FV and 15 psig to correspond with the pipe design
temperature of 250°F. Hydrostatic test pressure shall be 1.5 times 15 psig.

2. *: SELLER to confirm/complete values. '

3. Heating elements to be sized to raise offgas temperature by 20°C (36°F) from inlet to outlet.

4. Contents of this document are Dangerous Waste Permit affecting.

5. Equipment cyclic data listed below. Fatigue Assessment to be done in accordance with para. AD-160 of
ASME Section VIII Division 2, Rules for Construction of Pressure Vessels - Alternative Rules, (2004 edition, w/
2005-2006 Addenda).

6.Please note that source, special nuclear, and byproduct materials, as defined in the Atomic Energy Act of 1954
(AEA), are regulated at the US Department of Energy (DOE) facilities exclusively by DOE acting pursuant to its
AFA authority. DOE asserts that, pursuant to the AEA, it has sole and exclusive responsibility and authority to
regulate source, special nuclear, and byproduct materials at DOE-owned nuclear facilities. Information contained
herein on radio nuclides is provided for process description oniy.

EQUIPMENT CYCLIC DATA

Load Type Min Max } Number of Cydles Commen
Design Pressure | psig v 15 _L 460

Operating Pressure psig 3 2 I <80

Operating °F 59 235 200

Temperature

Contents Specific Gravity R 280 AR 6 68.0% - -~ —
Contents Level J inch ANA NA

Localized

Features

Nozzies N

Supports N/A
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LVP OFF-GAS
HEPA PRE-HEATERS

i Data Shest No. \ Rev.
‘ |
J !l 24590-LAW-MED-LVP-00006 0
Heater Specification
T
Input Unit < Description
Type/Brand \ - '1 Chromalox Flanged Immersion Heater
: | TMIS-72-039P-E2XX
Model Number : - | TMIS-72-075P-E2XX
Active Safety Heater Power kW } 39=(13x3)
Maximum Power @ ,
Design Temperature kW 39
Minimum Power @ . F
Minimum Temperature kW | 13
t
Heating Element Material - ! Incoloy 800
Heating Element Density W/in® Il 5
é i
Passive Safety Heater Power | kW 75
Maximum Power @ l‘ . | =
Design Temperature | kW 5 75
Minimum Power @ i KW f 0
Minimum Temperature i \
Design Specification & | 3’ . .
. R | - ; ASME Section VIII, Divi
Qualification | o ection ivision 1
Mechanical Connection
r . !
Input Unit | Description
Lifting Lugs - .i Required for Heater Flange

DOE Contract No. DE-AC27-01RV14136
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Mechanical Systems Data Sheet | Gomponent No.
u
‘ 24590-LAW-MELVP-HTR-00001A

LvP OFF-GAS 24590-LAW-ME-LVP-HTR-00001B
HEPA PRE-HEATERS 24590-LAW-WE L VP -HTR-D0003A

24590-L AW-ME-LVP-HTR-000038

b
|
‘1 24580-LAW-JC-LVP-PNL-D0D14
! 24500-LAW-JC-LVP-PNL-00015
l Data Shest No. Rev.
i 24590-LAW-MED-LVP-00006 e
Flange Size, ! . , -
'; 4, ASME B16.5 RF CL 150
Type/Rating i " | 24, ASME B16.5
I
Flange Material j - { Alvae AL6XN(B462/UNS 088367)
Pressure Boundary Enclosure | :
Materials (Heating Element § Incoloy 800
Tubes) i
* L y 6 .
Body Flange Gasket _ | Spiral Wound (HAST CBI;E,S)IIS’ SS, CL 150, B16.20,
Mountin A j Horizontal OR Vertical
ounting | | (flanged to piping assembly, see Attached Sketch)
Electrical (Note 2)
Input 11 Unit l\ Description
UL Listing A - Required NRTL certification
Namber of Circuits (Active g i 1 3
Safety Heater)(Note 3)
Number of Circuits (Passive 1
Safety Heater) ) !
Terminal Seals 1 - ; Hermetic Seals (1000°F)
Terminal Enclosure i - 1 NEMA 2, Explosion Resistant
Terminal Enclosure Standoff in '{ 6
Conirols & Instrumentation
Control Panels (Remote) - ' NEMA 4, UL Listed
Buyer’s Connection - | Profibus Control Signal
Over-temperature Protection J -
Tlferm ocouple | - ’ Yes, Type K, (Heater mounted) 1 per Circuit

i |
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LVP OFF-GAS
HEPA PRE-HEATERS

Component Nc.
24580-LAW-ME-LVP-HTR-00001A
24590-LAW-ME-LVP-HTR-00081E
24590-LAW-WIE-LVP-HTR-00003A
24580-L AW-ME-LVP-HTR-00003B
24590-L AW-JC-LVP-PNL-00014
24580-L AW-JC-LVP-PNL-00015

Data Sheet No.

24590-LAW-MED-LVP-00006

Rev.

Heater Specification Notes

1. *: SELLER 1o confirm/compiete values.

2. BUYER supplies 480 Volts, 3 phase, alternating current to heaters. For passive mechanical boundary heater,
manufacturer’s standard offering of electrical connection shall be provided.
3. Active electrical safety heaters shall have three independently wired 13 kW elements.
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Data Shest No. Rev.
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Figure 1:
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LVP HEPA PRE-HEATER Piping Arrangement to be provided by BUYER. Piping configuration

conceptual design {(above) provided for clarity. SELLER scope is heating units and standard offering
remote mounted control paneis only. -

Heater length in pipe maximum 48", Heater length outside pipe maximum 22.25”. Total
heater length maximum 70.257

Units consist of one 75 kW unit and one 39 kW unit (3, 13kW elements). Piping,
Orientation, and instaliation by BUYER.

DOE Contract No. DE-AC27-01RV14136 Sheet 6 of 8




Mechanical Systems Data Sheet | Component No.
24580-LAW-ME-LVP-HTR-00001A
24580-LAW-ME-LVP-HTR-00001B
24590-LAW-MEL VP-HTR-00003A
24590-L AW-ME-L VP-HTR-00003B
24580-L AW-JC-LVP.PNL-00014

| 24590-LAW-JC-LVP-PNL-00015

LVP OFF-GAS
HEPA PRE-HEATERS

| Data Sheet No. I Rev.
{ |

immuw-umw-oooos |0

(BNI Internal Notes):
Desien Codes for LVP HEPA Preheaters
s Preheater element assemblies ASME Section VIII Division 1{SELLER)
o Preheater element assemblies NDE will be by (SELLER)
*  Visual Examination (VT)
» Drye Penetrant Examination (PT)
* Hydrostatic Examination in accordance with ASME Section VIII Division 1

Quality Notes

(Note: SELLER s Quality Assurance plan shall be commercially acceptable and able to fulfill the
technical requirements of this material requisition upon successful audit/survey by BNI to the
requirements of CM Datasheer of Quality Assurance Program.

BUYER shall have right of access to SELLER's facilities (technical, commercial, and quality
personnel) /subcontractors(technical, commercial, and quality personnel) to conduct audits, surveys,
and surveillances during the course of this procurement to make sure that all quality and technical
requirements are being met. It is not the intent of the BUYER to evaluate the SELLER’s compliance
to ASME NQA-1 (2000) requirements. The BUYER will satisfy all ASME NQA-1 (2000),

Commercial Grade Dedication, Equipment Environmental, and Seismic Qualification requirements
of this procurement.

Egquipment Qualification

The equipment environmental and seismic qualification will be performed by the BUYER.
SELLER equipment designs shall not be considered complete until determined sufficient by
BUYER's equipment qualification. Fabrication of SELLER designs or shipment of standard off-the
shelf items shall not commence before completion of equipment qualification, except 1o provide
identical test unit(s) if test is required. (Note: 24590-QL-MRA-J000-00001: Equipment
Qualification Services)

Commercial Grade Dedication

(Note, BNI Internal Reference: BUYER to dedicate LVP HEPA Pre-Heaters to Quality Level Q,
Seismic Category Ul through special tesis and inspections under BUYER’s Commercial Grade
Dedication program which will verify the nuclear safety functions of the LVP HEPA Pre-Heaters.
SELLER does not have any Commercial Grade Dedication or ASME NQA-1 (2000) scope for this
material requisition.) [Internal Note: BNI to CGD under 24590-WTP-3P5-G000-T0019:

Engineering Specification for Acquisition of Commercial Items and Services for Use in Safety
Applications at WTP]
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