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UST SITE ASSESSMENT AND INDEPENDENT CLEANUP REPORT E-12897-1
June 29, 2007

5.1 Sampling Nomenclature

Soil samples were assigned unique identifying numbers based upon the system
described below.

1. Project: Fourth and Michigan (4M)

2. Sample type: CCS (Cleanup Confirmation Sample), Stockpile Sample (SS),
Documentation Sample (DS)

3. Depth in feet below original grade, Composite Sample (comp)

Table 6
Cleanup Confirmation Soil Sample Analytical Results
Total Petroleum Hydrocarbons as Gasoline (TPHG) with BTEX
Methods NWTPH-Gx/BTEX and EPA 5035A
(Sample results are in mg/Kg [ppm])

Sample Number Co%gze d [()f?al; ttl; TPHG | Benzene | Toluene bsﬁlz'[r;e Xylenes
4M-CCS1-12 6/4/07 12 7 <0.02 <0.02 <0.02 <0.06
4M-CCS2-9 6/4/07 9 <2 <0.02 <0.02 <0.02 <0.06
4M-CCS3-12 6/4107 12 <2 <0.02 <0.02 <0.02 <0.06
4M-CCS4-12 6/4/07 12 <2 <0.02 <0.02 <0.02 <0.06
4M-DS1-9d 6/4/07 9 490 0.03 0.08 <0.02 3.1
4M-DS2-9 6/4/07 9 <2 <0.02 <0.02 <0.02 <0.06
MTCA Method A CL 30 0.03 7.0 6.0 9.0

d = the sample was diluted.
Analytical results at or above MTCA Method A cleanup levels are in bold.
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UST SITE ASSESSMENT AND INDEPENDENT CLEANUP REPORT E-12897-1
June 29, 2007

Table 8
Cleanup Confirmation Soil Sample Analytical Results
Low Level 1,2 Dibromoethane (EDB) by EPA 8260B
(Sample results are in mg/Kg [ppm])

Date
Sample Number Collected Depth EDB
4M-CCS3-12 6/4/07 12 <0.005
MTCA Method A CL 0.005
Table 9

Cleanup Confirmation Soil Sample Analytical Resulis
Total Petroleum Hydrocarbons as Diesel Extended (NWTPH-Dx)
(Sample results are in mg/Kg [ppm])

Date Diesel Motor Oil
Sample Number Collected Depth (C10-Cas) (C25-Ce) -
4M-SS1-C 6/4/07 stockpile 3000 x 10000
4M-CCS1-12 6/4/07 12 <50 <250
4M-CCS2-9 6/4/07 9 <50 <250
4M-CCS3-12 6/4/07 12 <50 <250
4M-CCS4-12 6/4/07 12 <50 <250
4M-DS-9 6/4/07 9 5100 x 13000 X
AM-DS2-9 6/4/07 9 330 x 2100
MTCA Method A CL 2000 2000

x- the pattern of peaks present is not indicative of diesel.

Table 10
Cleanup Confirmation Soil Sample Analytical Results
PCBs Reported as Aroclors (A)1016-1262 using EPA Method 8082
(Sample results are in mg/Kg [ppm])

Date

Collected A1221 1 A1232 | A1016 || A1242 | A1248 | A1254 | A1260 | A1262

Sample #

4M-CC81-12 | 4/11/07 | <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1
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